GLOBE VALVE

AVCO 2116

Alloy Valves and Control

Size: Ball and Stem Materials: Service Applications:
1/2" - 12" 316 Stainless Steel Chemical
Dry/ Liquid Chlorine
End Connections: Seat Materials: Food Processing
150# Flange Metal Hydraulic
Oil/ Gas
Valve Materials: Oxygen
316 Stainless Steel Steam
Thermal Fluids
Vacuum
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i Parts Material
— | I 1 Body 316 SS
@ 2 Bonnet 316 SS
[ 3 Disc 316 SS
_@ 4 Stem 316 SS
5 Disc Nut 316 SS
g ! 6 Packing Gland 316 SS
' 7 Gland Flange 316 SS
! T 8 Yoke Sleeve Bronze
! 9 Gasket TFE
| — 10 Packing TFE
i ——]__@ 11 Bonnet Bolt 316 SS
_ | | 12 Bonnet Nut 316 SS
i L @ 13 Gland Stud 316 SS
i 14 Gland Nut 316 SS
-\ l@ 15 Handwheel Nut 316 SS
T T . : ~ | | l_@ 16 Hand Wheel Cast Iron
Size A B c WEIGHT
il e 12 | 425 7.00 4.00 5
3/4” 4.62 7.37 4.00 8
A 17 5.00 8.50 5.00 11
1-1/2" | 6.50 9.87 6.50 20
Features o 8.00 10.00 6.75 27
e Qutside Screw & Bolted Bonnet 2-1/2 8.50 11.80 7.87 45
* Swivel Plug 3 9.50 13.00 9.87 47
* Integrated Seats 4’ 11.50 14.80 9.87 91
* Rising Stem & Hand Wheel 6" 16.00 19.50 13.80 143
* 316 SS 8” 19.50 22.50 15.50 265
* 150# Flanged 10" 24.50 25.30 17.00 474
12 27.50 34.80 19.00

HOW TO ORDER

2 1 1 6

Series Pressure End Connection Body Material
Rating

2- Globe Valve 1- 1504 1- Flanged 6- 316 SS
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